
KEYBOARD 4 PUSH-BOTTONS MASTER/
SLAVE.
Built-in keyboard in stainless steel, flush 
with the wall, with 4 IP67 buttons and 6/7 
modules flush mounting box (type 506), 
with electronic circuits to timed manage 
showerhead with 4 jets, RGB lights and 
transformer 12 V.

THERMOSTATIC.
Built in thermostatic, chrome-plated brass

C48PRO

AQUA NUDE N70C1234

GTN

AF-FL007 AQUA NUDE

AQUA  NUDE 4 function complete of keyboard C48PRO for temporized control of 
water jets.To be teamed with manual thermostatic for control temperature.Possibility 
to combine liquid or dry aromatherapy.

Description : Ceiling mounted built-in square showerhead 700 x 700 mm.
4 water-patterns : 1 rain jet, 4 nebulized jets,1 tropical, jet and 1 waterfall.
Materials : super mirror stainless steel plate, anti-limescale membrane in liquid silicone
Ceiling recess depth : 100 mm
Water Supply : 1/2” inch
Operating pressure : 1,5/5 bar
Recommended pressure : 3 bar
Complete with fixing system
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OPTIONAL 01  -  THERMOSTATIC

Code Description Quantity

GTQ1
THERMOSTATIC WITH SQUARE HANDLE KIT 1 EXIT
Bui l t - in thermostat ic mixer,  with square external  part  for 1
water pattern,  in chrome-plated brass.

1

OPTIONAL 02  -  LIQUID AROMA

Code Description Quantity

PE427

Liquid essences kit . 
Dosing pump complete of:
- Injector connector with tube kit
- Neck off  tank
- Tank wal l  bracket

1

EL1/EL2/EL3/EL4 5 l t  mint essence tank 1

OPTIONAL 03  -  DRY AROMA

Code Description Quantity

A40
Recessed diffuser for aromatherapy system for di ffusion and relat ive control  f lush-mounted 4 module box ( type 
504) k i t  packaging 3 f lower-relax-energy essences suppl ied.
Suitable for humid environments.

1

E1/E2/E3/E4/E5
AROMATHERAPY ESSENCE
3 cartr idges set. 1

OPTIONAL

CONFIGURATION

Code Description Jets Quantity

N70C1234 SHOWERHEAD Rain,  Waterfal l ,  Nebul ized, Tropical 1

C48PRO KEYBOARD - 1

GTN THERMOSTATIC - 1

INSTALLATION AQUA NUDE
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HOT 
1/2”

230 V

COLD 
1/2”

TUBE 
1/2”

C48PROGTN

TECHNICAL 
ROOM

N70C1234

LEGEND TECHINCAL INFORMATION

WATER FLOW min 30 l/m

WATER SUPPLY 1/2” inch

OPERATING PRESSURE 1,5/5 bar

RECOMMENDED PRESSURE 3 bar

ELECTRICAL CABLES
CORRUGATED PIPE DIAM. 20mm

LED CABLES DIAM. 20mm

WATER SUPPLY 1/2”




